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The Vari-Green™ Drive (VGD) is a 
factory mounted and wired, variable 
speed control. These new drives 
expand the Vari-Green concept of 
variable speed fans to more models 
and sizes to fit the ventilation and 
efficiency needs of your customers. 

NEW  

System Ventilation • Variable Volume Control

Current availability and specifications on back

VGD Features 100 100 Plus
Potentiometer Dial, 4-20mA or 0-10VDC 
input for speed control  
Factory programmed, mounted and wired  
24V damper power output  
Compatible with existing Vari-Green 
controls  
208-240V or 460V 3ph input power  
NEMA-4X enclosure  
R3 Filtering™ helps meet IEEE 519 without an 
external line reactor or filter  
Bluetooth smartphone connection for 
control and advanced configuration 
4 configurable digital inputs (override, 
shutdown, pre-set speed) 
Configurable digital output (fault, run status) 
Modbus and BACnet™ communications 
On board pressure sensor for pressure/
airflow control

Consult 
Factory

Smartphone App features:
•	View Status
•	Configure inputs/outputs
•	View Fault History/Troubleshooting
•	Easily set up control sequences
•	iOS/Android compatibility

COMING
SOON!



NEW  

VGD Model 100 - Part Number 385818

Output 
Ratings

Voltage 0 ~ 480 VAC
Max motor FLA 6.0A
Frequency* 15 ~ 240 Hz
Phase 3 Φ 

Input ratings

Voltage 380 ~ 480 VAC  
(+15%/-10%)

Frequency 50/60 Hz (±5%)
Phase 3 Φ
Efficiency ≥ 98%, full load
Power Factor ≥ 0.85
% THD 32.0 Meeting IEEE 519

Operation

Analog Input 0-10V, 0-24V, 4-20mA 
(selectable via dip switch)

Damper Actuator Output 24VDC, 0.5A Max
Control Voltage Output 24VDC, 50mA Max
Indication 3 LEDs: Power, Run, Fault

Environment

Cooling Method Free Convection
Max Ambient 
Temperature 40°C (104°F)

Storage Temperature -30 to 65°C  
(-22°F ~ 149°F)

Relative Humidity Up to 95% RH  
(Non-condensing)

Certifications

Agency Approvals UL Listed E223975
Enclosure Rating Type 4/IP66

EMC EMC Directive  
2014/35/EU

CE
Low Voltage Directive 
2014/35/EU and EMC 
Directive 2014/35/EU

*Actual frequency range will vary

VGD Model 100 - Part Number 385817

Output 
Ratings

Voltage 0 ~ 240 VAC
Max motor FLA 8.0A
Frequency* 15 ~ 240 Hz
Phase 3 Φ

Input ratings

Voltage 200 ~ 240 VAC  
(+15%/-10%)

Frequency 50/60 Hz (±5%)
Phase 3 Φ 
Efficiency ≥ 96%, full load
Power Factor ≥ 0.9
% THD 36.0 Meeting IEEE 519

Operation

Analog Input 0-10V, 0-24V, 4-20mA 
(selectable via dip switch)

Damper Actuator Output 24VDC, 0.5A Max
Control Voltage Output 24VDC, 50mA Max
Indication 3 LEDs: Power, Run, Fault

Environment

Cooling Method Free Convection
Max Ambient 
Temperature 40°C (104°F)

Storage Temperature -30 to 65°C  
(-22°F ~ 149°F)

Relative Humidity Up to 95% RH  
(Non-condensing)

Certifications

Agency Approvals UL Listed E223975
Enclosure Rating Type 4/IP66

EMC EMC Directive  
2014/35/EU

CE
Low Voltage Directive 
2014/35/EU and EMC 
Directive 2014/35/EU

*Actual frequency range will vary

Specifications

Available  
Models

Maximum Motor 
HP VGD Model

208-230V 460V 100 100 Plus
GB - 180-300 2 3 X -

CUBE - 180-300 2 3 X -
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